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Shock Length

Shock Springs
Shock Oil WT

Shock Rebound

Body Position:

2.3 mm 2.5 mm AluminumChassis:

3D Flex

Fixed Post

2 mm 2.3 mm 2.5 mmUpper Deck:
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Diff.
High
Low

Diff.
High
Low

Spool

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

FF Arm Insert

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

FR Arm Insert

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

RR Arm Insert

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

RF Arm Insert
#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

FF Arm Mount
#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

RF Arm Mount

#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

RR Arm Mount

#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

FR Arm Mount

°
°

Inside    (0mm)
Outside (1mm)

 mm

Motor Position : 

Hex Adapter:
Hex Adapter:
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	Date: 19.06.2016
	Event: SM 3.
	Driver: Marco Balmer
	Track: Lostallo
	Track Type: Asphalt
	Place: Outdoor
	Surface: Medium
	Size: Open
	Traction: Medium
	Track Temp: 
	Air Temp: 24
	Note: 
	Front Track Width: bk
	Front Toe Angle: 0.5
	Front Caster: 4.0
	Front Camber: 1.5
	Front Ride Height: 5.2
	Front Down Stop: 5.5
	Front Diff: Spool
	Front Gear Diff Oil: 
	Front Anti-Roll Bar: 1.3
	Front Upright Shim: 0
	Front Bulkhead Shim: 1
	Front Upper Shock Hole: 3
	Front FF Arm Mount: 0mm
	Front FF Arm Insert: +0.4mm
	Front FR Arm Mount: 0mm
	Front FR Arm Insert: 0mm
	Front Bulkhead Turnbuckle Location: 2
	Steering Block Turnbuckle Location: 2
	Steering Bellcrank Shim: 2
	Bumpsteer Shim: 1
	Front Hex Adapter: bk
	Front Diff Height: High
	FF Arm Shim: 1
	FF Roll Center Shim: 0
	FR Arm Shim: 2
	FR Roll Center Shim: 0
	Rear Track Width: bk
	Rear Toe Angle: 2.2
	Rear Camber: 2.0
	Rear Ride Height: 5.4
	Rear Down Stop: 4.5
	Rear Diff: Off
	Rear Gear Diff Oil: 4000
	Rear Anti-Roll Bar: 1.2
	Rear Upright Shim: 3.5
	Rear Bulkhead Shim: 1.5
	Rear Upper Shock Hole: 4
	Rear RF Arm Mount: 0mm
	Rear RF Arm Insert: -0.2mm
	Rear RR Arm Mount: 0mm
	Rear RR Arm Insert: -0.2mm
	Rear Upright Turnbuckle Location: 2
	Rear Upright Bulkhead Location: 1
	Rear Hex Adapter: bk
	Rear Diff Height: High
	RF Arm Shim: 2
	RF Roll Center Shim: 0
	RR Arm Shim: 1
	RR Roll Center Shim: 0
	Motor Position: Inside
	Motor Position Shim: 
	Chassis: 2.5
	Front Upper Deck Flex: Oui
	Steering Upper Deck Flex: Off
	3D Flex: Off
	Middle Upper Deck Flex: Off
	Motor Upper Deck Flex: Off
	Axle Upper Deck Flex: Off
	Rear Upper Deck Flex: Oui
	Upper Deck: 2.0
	Servo: HRC Low Profil
	ESC: Muchmore Fleta
	Battery: Muchmore 6200
	Motor Brand: Muchmore 
	Motor Turns: 13.5
	Motor Timing: 0
	ESC Punch: 12
	ESC Initial Brake: 0
	ESC Drag Brake: 0
	ESC Timing: Off
	ESC Turbo: Off
	ESC Note: 
	Spur: 76
	Pinion: 32 
	Ratio: 4.5125
	Tires Inserts: Volante
	Tires Wheels: 
	Tires Shore: 
	Tires Compound: 
	Tires Temp: 70°C
	Tires Additive: Handout
	Tires FL 1: Oui
	Tires FL 2: Oui
	Tires FL 3: Oui
	Tires FL 4: Oui
	Tires FR 1: Oui
	Tires FR 2: Oui
	Tires FR 3: Oui
	Tires FR 4: Oui
	Tires RL 1: Oui
	Tires RL 2: Oui
	Tires RL 3: Oui
	Tires RL 4: Oui
	Tires RR 1: Oui
	Tires RR 2: Oui
	Tires RR 3: Oui
	Tires RR 4: Oui
	Shock Hole Size Front: bk
	Shock Hole Size Rear: bk
	Shock Holes Front: bk
	Shock Holes Rear: bk
	Shock Oil Front: 40
	Shock Oil Rear: 40
	Shock Spring Front: TM P 2.9
	Shock Spring Rear: TM P 3.1
	Shock Rebound Front: 25%
	Shock Rebound Rear: 25%
	Shock Bladder Note: 
	Shock Thread Lenght Front: 
	Shock Thread Lenght Rear: 
	Shock Overall Lenght Front: 
	Shock Overall Lenght Rear: 
	Body: Mazda 6
	Wing Height: max.
	Wing Position: max.
	Body Position: 0 mm


