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2.3 mm 2.5 mm AluminumChassis:
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Fixed Post
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Spool

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

FF Arm Insert

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

FR Arm Insert

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

RR Arm Insert

+0.4 mm
+0.2 mm
     0 mm
- 0.2 mm
- 0.4 mm

RF Arm Insert
#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

FF Arm Mount
#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

RF Arm Mount

#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

RR Arm Mount

#3 (+2 mm)
#2 (kit 0 mm)
#1 (-2 mm)

FR Arm Mount

°
°

Inside    (0mm)
Outside (1mm)

 mm

Motor Position : 

Hex Adapter:
Hex Adapter:
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	Date: 28 July ~ 01 August 2017
	Event: Euro Championship
	Driver: Thomas Vigneron
	Track: Almussafes Spain
	Track Type: Asphalt
	Place: Outdoor
	Surface: Smooth
	Size: Open
	Traction: Low
	Track Temp: 
	Air Temp: 
	Note: Split upper bulkheads on rear // Lipo plugs on front // top deck 1mm upper // prototype rear driveshafts Miborg
	Front Track Width: 
	Front Toe Angle: 1.5
	Front Caster: 4
	Front Camber: 2
	Front Ride Height: 5.2
	Front Down Stop: 5.6
	Front Diff: Spool
	Front Gear Diff Oil: 
	Front Anti-Roll Bar: 1.3
	Front Upright Shim: 1
	Front Bulkhead Shim: 0.5
	Front Upper Shock Hole: 3
	Front FF Arm Mount: +2mm
	Front FF Arm Insert: -0.4mm
	Front FR Arm Mount: 0mm
	Front FR Arm Insert: 0mm
	Front Bulkhead Turnbuckle Location: 1
	Steering Block Turnbuckle Location: 3
	Steering Bellcrank Shim: 1
	Bumpsteer Shim: 1
	Front Hex Adapter: -0.75
	Front Diff Height: Low
	FF Arm Shim: 2
	FF Roll Center Shim: 0
	FR Arm Shim: 1
	FR Roll Center Shim: 0.1
	Rear Track Width: 
	Rear Toe Angle: 1.9
	Rear Camber: 2
	Rear Ride Height: 5
	Rear Down Stop: 4.8
	Rear Diff: Diff
	Rear Gear Diff Oil: 4'000
	Rear Anti-Roll Bar: 1.3
	Rear Upright Shim: 4
	Rear Bulkhead Shim: 0
	Rear Upper Shock Hole: 4
	Rear RF Arm Mount: 0mm
	Rear RF Arm Insert: -0.2mm
	Rear RR Arm Mount: 0mm
	Rear RR Arm Insert: -0.4mm
	Rear Upright Turnbuckle Location: 2
	Rear Upright Bulkhead Location: 2
	Rear Hex Adapter: Std
	Rear Diff Height: Low
	RF Arm Shim: 2
	RF Roll Center Shim: 0.5
	RR Arm Shim: 1
	RR Roll Center Shim: 0.5
	Motor Position: Inside
	Motor Position Shim: 
	Chassis: 2.5
	Front Upper Deck Flex: Off
	Steering Upper Deck Flex: Off
	3D Flex: Off
	Middle Upper Deck Flex: Off
	Motor Upper Deck Flex: Off
	Axle Upper Deck Flex: Off
	Rear Upper Deck Flex: Off
	Upper Deck: 2.0
	Servo: Ko BSX2
	ESC: Nosram HD
	Battery: Nosram 6400
	Motor Brand: LRP X22
	Motor Turns: 4.5
	Motor Timing: +5
	ESC Punch: 
	ESC Initial Brake: 
	ESC Drag Brake: 
	ESC Timing: Off
	ESC Turbo: Off
	ESC Note: 323157331
	Spur: 100
	Pinion: 0
	Ratio: 0
	Tires Inserts: Handout LRP G36
	Tires Wheels: 
	Tires Shore: 
	Tires Compound: 
	Tires Temp: 
	Tires Additive: Handout LRP Asphalt
	Tires FL 1: Oui
	Tires FL 2: Oui
	Tires FL 3: Oui
	Tires FL 4: Oui
	Tires FR 1: Oui
	Tires FR 2: Oui
	Tires FR 3: Oui
	Tires FR 4: Oui
	Tires RL 1: Oui
	Tires RL 2: Oui
	Tires RL 3: Oui
	Tires RL 4: Oui
	Tires RR 1: Oui
	Tires RR 2: Oui
	Tires RR 3: Oui
	Tires RR 4: Oui
	Shock Hole Size Front: 1.1
	Shock Hole Size Rear: 1.1
	Shock Holes Front: 4
	Shock Holes Rear: 4
	Shock Oil Front: 400
	Shock Oil Rear: 400
	Shock Spring Front: SMJ Purple
	Shock Spring Rear: SMJ Purple
	Shock Rebound Front: 0
	Shock Rebound Rear: 0
	Shock Bladder Note: 
	Shock Thread Lenght Front: 
	Shock Thread Lenght Rear: 
	Shock Overall Lenght Front: 
	Shock Overall Lenght Rear: 
	Body: Protoform LTCR LW
	Wing Height: Max
	Wing Position: Max
	Body Position: 6mm


